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Introduction 
PALCLAD™ is a PALRAM trade mark for rigid opaque extruded PVC sheet manufactured by 
PALRAM. PALCLAD™ is easy to handle and fabricate, has excellent fire and chemical resistance, has 
excellent electrical and thermal insulation, and is non toxic. Typical applications for PALCLAD™  are 
hygienic wall cladding, air conditioning and ductwork, laboratory and chemical processing. 

 
 

Quality Assurance 
PALCLAD™ is manufactured to a Product Specification and written Operator Instructions 
approved to Quality Assurance ISO 9001: 2000 accredited by SGS by 18 November 2005 
certificate number GB 96/8458. 

 

Approved for use with foodstuffs 
PALCLAD™ is approved for use with foodstuffs as specified in European Union Directive 
97/48/EC. Material accredited  by The Packaging Institute Research Authority (PIRA) certificate 
05A12J1523. 

 

No concentrat ions of Heavy Metals  
PALCLAD™ complies with the European Union RoHS Directive 2002/95/EC regarding the 
concentrations of heavy metals and heavy metal compounds of lead (Pb), cadmium (Cd), 
mercury (Hg) and hexavalent chromium (CrVI) and concentrations of flame retardants based 
on polybrominated biphenyls (PBB) and polybrominated diphenyl ethers (PBDE). 

 

Contains no banned or restricted substances  
PALCLAD™ does not contain any of the Ericsson list of banned or restricted substances. 

 

Materials Conformity Declaration 
PALCLAD™ conforms to material safety data specified within European Union Directive EC 
91/155/EEC. 

 

Fire Resistance and Classificat ion 
PALCLAD™ meets fire resistance classification BS476: Part 7: Surface Spread of Flame: Class 1; 
BS476: Parts 6 and 7: Class O, and European Union ISO EN 13501-1: B – s3, d0 

 

Anti-microbial behaviour 
PALCLAD™ can prevent and reduce colonies of specified microorganisms when tested by 
Industrial Microbiological Services Ltd (IMSL) to ASTM AATCC 100 and / or JIS Z2801.  



Typical Physical properties* 

Property Method Conditions Units Value 

Density  D-1505 3 1.4 

Heat Deflection Temperature D-648 Load 1.82 MP 0C 65-68 

Service Temperature Range   0C -10 to +50 

Thermal conductivity C-177  W/m K 0.15 

Coefficient of thermal linear expansion D-696  cm/cm 0C 6.7 x 10-5

 Impact falling weight ISO 6603/1 3 mm sheet J 95 

Rockwell hardness D-785  R scale 97R 

Tensile strength at yield D-638 10 mm/min MPa 52 

Tensile strength at break D-638 10 mm/min MPa 50 

Elongation at yield D-638 10 mm/min % 3 

Elongation at break D-638 10 mm/min % 140 

Tensile modulus of elasticity D-638 1 mm/min MPa 2 900 

Flexural strength D-790 1.3 mm/min MPa 80 

Flexural modulus D-790 1.3 mm/min  2 700 

 PALCLAD™ is one of a group of PALOPAQUE™ PVC sheet products manufactured by PALRAM. For 
more information please contact your supplier / distributor or visit the PALRAM website at 
www.PALRAM.com. 
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