
Paldoor 
“ Flat Opaque PVC Sheet” Fabrication

TM

PALDOOR is an extruded rigid PVC sheet
developed especially for thermoforming
door panel skins. PALDOOR is avaiilable in a

 Introduction

     

~ ~ Features and Benefits

 ~ Highly UV stabilized
~ High impact resistance
~ Easily vacuum formable
~ Good mechanical properties
 ~ High chemical resistance
 ~ Fire resistance - Self extinguishing
 ~ Easily bonded
 ~ Wide Range of white colours

     wide range of white colours.
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~ Typical Physical Properties

~ Applications

~  Door Infill Panels
~ Composite Door Panels
~ Flat Panels for External Use
 ~ Vacuum Formings

PALDOOR sheets have excellent fire resistance and are self-
extinguishing. Representative results appear in the table below.
For other countries, please consult with your Palram distributor.

~ Flammability

PALDOOR is available in a standard stock range of over 23 white
colours. Additional colours are available and may be subject to a
minimum production quantity. For colour matching to a specific
profile sect ion - please ask for a full colour swatch.

~ White Colours

~ Dimensions Available

Extruded Sheet Thickness Widths Lengths

1 to 4 mm Up to 1500 mm Up to 3000 mm

*  ASTM except where noted otherwise.

*  3mm sheet tested

Density (ISO 1183 1987)

Water Absortpion (ISO 62 1980)

VICAT (ISO 306 1994)

Service Temperature Range

Thermal Conductivity (ISO 8305 1991)

Coefficient of Linear Thermal Expansion  (ASTM D-696)

Impact Falling Dart - Peak Energy (ISO 6603/2)

Shore Hardness (ISO 868 1985)

Tensile Strength at Yield (ISO 527-2 1993)

Tensile Strength at Break (ISO 527-2 1993)

Youngs Modulus (ISO 527-2 1993)

Flexural Modulus (ISO 178 1993)

Dielectric Strength (ISO 243 Part 2)

Specific Insulation Resistance (IEC 8491)

Property                                     (

Shrinkage (Palram Test)

Method*) Conditions Units Value

3g/cm

%

°C

°C

W/m K

cm/cm °C

J

D Scale

MPa

MPa

MPa

MPa

kV/mm

ohm/cm

%

1.4

<0.04

>78

0 to +50

0.16
-56.5 x 10

>33

>74

>41

>25

>2800

>2100

40

10

-5

Load: 10 N

23 °C

1 mm sample

1.5 min @ 170 °C

Country Method Classification

United Kingdom (UK)
United Kingdom (UK)

BS 476/7
BS 476/12

Class 1*
No Ignition

Inasmuch as Palram Industries has no control over the use to which others may put the material, it does not guarantee that the same results as those described herein will be obtained. Each user of
the material should make his own tests to determine the material's suitability for his own particular use. Statements concerning possible or suggested uses of the materials described herein are not
to be construed as constituting a license under any Palram Industries patent covering such use or as recommendations for use of  such materials in the infringement of any patent. Palram Industries
or its distributors cannot be held responsible fo  r any losses incurred through incorrect installation of the material. In accordance with our company policy of continual product development you are
advised to check with your local Palram Industries supplier to ensure that you have obtained the most up to date information.
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Unit G, Vector 31, Waleswood Way
Wales Bar,  Sheffield, S26 5NU
Tel: 01909 773037 Fax: 01909 773038
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